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Session One

• Analysing Layer 1 (Physical Access) with Spectrum Analyser

• Use case: Finding the source interfering with a WLAN 

• Wi-Fi Scanners: Free tools, their functions and limitations

• Analysing Layer 2: Capturing Wi-Fi packets with built in WLAN cards

• Using the Radiotap and PPI pseudo-header information

• Wi-Fi Access Control with CSMA/CA

• Capturing multiple Wi-Fi channels (for analysing roaming problems)

Session Content

Session Two

• WLAN Layer 2 Analysis using 802.11 Mgmt. & Control frames

• The four different IEEE 802.11 Frame Formats

• WiFi Data Transmission & Retransmission

• Management Frames: Beacon, Probe Request & Response

• Management Frames: Authentication & Association

• Control Frames: Request to Send / Clear to Send

• Decrypting WEP, WPA & WPA2 PSK

• Use case: Isolating a Client roaming problem

• Analysing 802.11n/ac Frame Aggregation A-MSDU & A-MPDU 
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• Beacon

• Probe Request & Response

• Authentication & Deauthentication

• Association & Disassociation

• Reassociation Request & Response

• Action

Management Frames:

• Request to Send (RTS)

• Clear to Send (CTS)

• Acknowledge / Block Acknowledge Request / Block Acknowledge

• Power Save Poll

Control Frames:

• Data

• Null Function

Data Frames:

802.11Frame Types Overview

+

+
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FCFC Dur. RA TA Request to Send

FCFC Dur. RA Acknowledge, Clear to Send

Data Frame through repeaterSeq.FC Dur. SADATARA

Seq.FC Dur. PDUDA/SARA TA

Data Frame, Beacon, 
Probe Request, Probe Response, 
Authentication, Deauthentication, 
Association, Reassociation, 
Disassociation

Field names: FC = Frame Control, Dur. = Duration, RA = Receiver MAC Address, 

TA = Transmitter MAC Address; DA = Destination MAC Address, 

SA = Source MAC Address, Seq. = Sequence, PDU = Protocol Data Unit, 

FC = Frame Check Sequence

PDU

Four different frame formats are used
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APSta2 Sta1

MAC Sta2 MAC Sta1

SADA Type

PDU

MAC Sta1 MAC Sta2

SADA Type

PDU

MAC AP MAC Sta1 MAC Sta2 Seq.FC Dur. PDU

RA TA DA

MAC Sta1 MAC AP MAC Sta2 Seq.FC Dur. PDU

RA TA SA

To Distribution System

Ethernet Frame

Sta1

From Distribution System

APSta2

Ethernet Frame

WiFi Data Transmission

WiFi data frames have three MAC address field
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Frames are marked with a direction bit (To or From Distribution System)

Only Data frames are marked (not management and control frames)

+
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APSta2 Sta1

MAC AP MAC Sta1 MAC Sta2 Seq.FC Dur. PDU

Data Frame

MAC Sta1 FCSFC Dur.

Acknowledgement

WiFi Data Transmission & Retransmission

WiFi data frames are acknowledged or retransmitted
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In non-aggregation mode each packet is acknowledged individually

The acknowledge frame follows immediately after each data frame

The (single) acknowledge has no source address field
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APSta2 Sta1

MAC AP MAC Sta1 MAC Sta2 Seq.FC Dur. PDU

Data Frame

MAC Sta1 FCSFC Dur.

Acknowledgement

WiFi Data Transmission & Retransmission

WiFi data frames are acknowledged or retransmitted

APSta2 Sta1

MAC AP MAC Sta1 MAC Sta2 Seq.FC Dur. PDU

MAC AP MAC Sta1 MAC Sta2 Seq.R Dur. PDU

MAC AP MAC Sta1 MAC Sta2 Seq.R Dur. PDU

All retransmitted frames are marked with the Retry Bit

Data Frames

MAC Sta1 FCSFC Dur.

Acknowledgement
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11WiFi Data Transmission & Retransmission

All retransmitted frames are marked with the Retry Bit



#sf19eu  •  Palacio Estoril Hotel, Estoril, Portugal  •  Nov 4 - 8

12WiFi Data Transmission & Retransmission

During retransmissions, the transmit speed is reduced by the sender

The reason for these retransmissions is the high noise level
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CCK = Complementary Code Keying

DBPSK = Differential Binary Phase-Shift Keying

DQPSK = Differential Quadrature Phase-Shift Keying 

OFDM = Orthogonal Frequency Division Multiplexing

BPSK = Binary Phase-Shift Keying 

QPSK = Quadrature Phase-Shift Keying 

QAM = Quadrature Amplitude Modulation

1

2

5.5

11

6, 9

12, 18

24, 36

48, 54

From 6.5

up to 600*

Barker/DBPSK

Barker/DBPSK

CCK/DQPSK

CCK/DQPSK

OFDM/BPSK

OFDM/QPSK

OFDM/16-QAM

OFDM/64-QAM

OFDM/16-QAM

OFDM/64-QAM

Description

802.11 DSSS 

‚Long Preamble‘

802.11g

Extended Rate PHY

(ERP)

802.11b

High Rate (HR)   

with ‚Short Preamble‘

802.11a

802.11n

High Throughput (HT)

Extensions

2.4 GHz Band

5 GHz Band

802.11n

HT

Extensions

Rate Modulation

DescriptionRate Modulation

802.11ac

Very High 

Throughput (VHT)

OFDM/BPSK

OFDM/QPSK

OFDM/16-QAM

OFDM/64-QAM

OFDM/16-QAM

OFDM/64-QAM

OFDM/16-QAM

OFDM/64-QAM

OFDM/256-QAM

* With up to 2 Channels

and up to 4 Streams

**With up to 8 Channels

and up to 8 Streams

6, 9

12, 18

24, 36

48, 54

From 6.5

up to 600*

From 86

up to

6930**

Overview WiFi 802.11 Standards 
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Standard 802.11a rates

HT (High Throughput) 802.11n supported

Robust Security Network contains info about type of authentication & encryption

VHT (Very High Throughput) 

Standard 802.11ac supported

Beacon tags contain information about supported and required features

Management Frame: Beacon
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A client sends Probe Requests to scan the channels for Access Points

Capturing in multiple channels simultaneously shows the scanning process
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Probe Request contains client features and specific or broadcast SSID

Access Points reply with Probe Response, containing same fields as Beacon

Client supports 802.11a/n/ac

Management Frames: Probe Request & Response
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17Management Frames: Authentication & Association

The client selects an Access Point and sends Authenticate & Associate requests

Both processes must be successful in order to join the Access Point



#sf19eu  •  Palacio Estoril Hotel, Estoril, Portugal  •  Nov 4 - 8

18Decrypting WEP, WPA & WPA2 PSK

Wireshark can decrypt WEP, WPA & WPA2 PSK if the key is available

To decrypt WPA & WPA2 the key negotiation process must be captured
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19Analyzing the WiFi roaming process

A client is roaming from channel 1 to 11 because the SNR of the new AP is better

Capturing the roaming process requires multi-channel equipment
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User is complaining about sporadic hangers in bar code scanners, up to minutes

Vendors of mobile clients and access points are finger pointing, since month.

Problem could be assigned to bar code vendor by analyzing trace files. 
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21Client roaming problem

AP a9:3b:c0  CH A40 AP a9:3c:60  CH A36

Graph 2 Color Filter: wlan.sa == 00:1b:2b:a9:3b:c0

Graph 4 Color Filter: wlan.sa == 00:1b:2b:a9:3c:60

Graph 5 Color Filter: wlan.sa == 00:15:70:fb:c4:57

Client fb:c4:57

Using IO Graph to show signal strength of different sources
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22Control Frames: Request to Send / Clear to Send

A WLAN node can reserve airtime and refrain all other stations from sending

RTS/CTS reservation is used in busy cells, Hidden Node situations or in mixed mode

A short form, so-called CTS-to-Self is often used in cells with B-Only clients present
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23802.11n/ac Frame Aggregation A-MSDU

• Aggregate-MAC Service Data Unit (A-MSDU) wraps multiple Ethernet frames 

into one 802.11 frame up to 8KB size

• If frame has FCS error, the whole frame has to be retransmitted

• Not suitable for noisy environment

Preamble

Preamble Header MAC Header EN Header Data EN Header Data

A-MSDU 2

EN Header Data

A-MSDU last

FCS

802.11

Multiple Ethernet Frames

EN Header Data Preamble EN Header Data Preamble EN Header Data

Radio 802.11n A-MSDU 1

Aggregated MAC Service Data Units
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24802.11n/ac Frame Aggregation A-MSDU
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25802.11n/ac Frame Aggregation A-MPDU

• Aggregate-MAC Protocol Data Unit (A-MPDU) allows bursting 
up to 64 802.11 frames

• Reduced Interframe Space keeps receiver synchronized

• New Block ACK allows to confirm up to 64 frames individually

• Only bad frames need to be retransmitted

Preamble Header MAC Header Data

A-MPDU 1

FC

S

802.11Radio 802.11n

Aggregated MAC Protocol Data Units

A-MPDU 2 A-MPDU last

RIFS RIFS

(Reduced Interframe Space: 2µs)

More Bit

1

More Bit

01

More Bit
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27802.11n/ac Frame Aggregation A-MPDU Block-Ack

Sequence #       1       2       3        4                          61     62      63     64

A-MPDUs Block ACK

Start Sequence # 1 +

Bitmap (64 bits)

1111 1111 …. 1111 1111= 65

Sequence #      65      66     67     68                        125    126   127   128

A-MPDUs

Start Sequence # 65 +

Bitmap (64 bits)

1111 1111 …. 1111 1011= 129

lost frame

Sequence #     126   129    130   131                        188   189   190    191

A-MPDUs

Start Sequence # 128 + 

Bitmap (64 bits)

1111 1111 …. 1111 1111= 192

retransmitted 
frame

Block ACK

Block ACK
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...ff ef = …11111111 11101111 indicates that fourth-to-last packet is missing  
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